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TWO STAGE HEPA FILTER
FILTER TRAIN BAG-OUT HOUSING
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ADMIN. CHANGES TO CAD

 STD. REV#5 FORMAT

1 5-11-2017 UNCLASS

JB ML AJ ML TOML

DRAWING DEVELOPED FOR ML-3/

ML-4 PROJECTS.  FOR ML-1/

ML-2, ADDITIONAL REQUIREMENTS

AND QA REVIEWS ARE REQUIRED.

(REMOVE THIS NOTE WHEN IN-

SERTED INTO A DRAWING PACK-

AGE).

FILTER TRAIN DETAIL (1 HIGH X 2 WIDE)

2

SCALE: NONE

KEYED NOTES:

FOR FILTER  SEE DETAIL

PRESSURE DROP GAUGES

[SEE ST6700.4]

GENERAL NOTES:
1. SEE SHEET ST6700.4 FOR DESIGN NOTES.

1

TEST SECTION MANIFOLD (SHIPPED LOOSE) TO BE

INSTALLED BY CONTRACTOR.

BOLTED CONNECTION, DRILL TO MATCH

TRANSITION FLANGE. GASKET FURNISHED

WITH FILTER TRAIN. (TYPICAL)

INJECTION PORT, 2" NPT HALF COUPLING WITH PLUG. LOCATE

10 STRAIGHT DUCT DIAMETERS FROM UPSTREAM  FACE OF

HEPA FILTER HOUSING. ALLOW 2 STRAIGHT DUCT DIAMETERS

UPSTREAM OF INJECTION PORT.

FILTER TRAIN ASSEMBLY [SECURE TO

CONCRETE PAD WITH CONCRETE

ANCHORS. DRILL TO MATCH HOLES IN

BASE.]

CONCRETE PAD

[IF REQUIRED]

HEPA FILTERS

TEST

SECTION

TEST

SECTION

TEST

SECTION

PREFILTERS

FIRE SCREENS

HEPA FILTERS

AIR FLOW
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